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Product name: 

NeverWeather Liquid 

 
Composition: 

Strikolith NeverWeather Liquid is a waterborne impregnating agent with strong water and oil repellent characteristics 
based on a non film-forming waterborne fluorine/ alkyd micro-emulsion. It contains no other solvents. 

 
Properties: 

Strikolith NeverWeather Liquid is a non film-forming, transparent, waterborne impregnating agent, so that the treated 
surface remains porous to air and water vapour. Strikolith NeverWeather Liquid is resistant to rinsing out and does not 
discolour. Strikolith NeverWeather Liquid is also resistant to UV radiation. 
Strikolith NeverWeather Liquid provides very long-term protection of building materials against the most important causes of 
pollution, such as the penetration of water, oil, salt, dirt, atmospheric and industrial pollution. 

 
Colours: 

Clear and non film-forming. Does not discolour the treated surface. 

 
Use: 

Strikolith NeverWeather Liquid has been specifically designed to protect all vertical mineral building materials (including 
roofs covered with roof tiles), even under the harshest of environments. It can also be applied to (painted) decorative 
plaster substrates on a silicate, acrylate or silicone basis. 
The waterborne properties in combination with the impregnating capacity (which does not form a coating) means that the 
product is extremely suitable for application as protection for historic buildings. 
If it is applied at an early stage to new (pointed) masonry (after 24 hours), NeverWeather will largely prevent efflorescence 
of released salts on the masonry because it prevents moisture from penetrating the masonry. Its permeability to air means 
that the masonry will through-harden normally. 

 

Permanent Graffiti system 
On brickwork and concrete substrates, also suitable as a permanent graffiti resistant system. Depending on the substrate's 
absorbing properties, more than 2 layers may be necessary to fully saturate the pores. This will not affect the permeability 
to air. Always set up a test surface to establish how many layers will be needed for full saturation. 
After NeverWeather Liquid has fully dried (for at least 7 days), graffiti can be easily removed by applying an appropriate 
graffiti remover together with warm water (approx. 80 degrees) high pressure systems (always determine the pressure 
empirically). It is extremely important that during application the substrate is fully saturated with NeverWeather Liquid and 
applied in several layers wet on wet. 
After using a graffiti remover (if applicable), the NeverWeather Liquid system will be unaffected and will continue its 
resistant functionality for a prolonged period. 

 
Technical data: 

 ● Life expectancy: 10 years ● SG: ca. 1.0 g / cm³ ● pH value: 7.5 ● Colour: none ● Vapour diffusion resistance: 0.12 m (class I) ● W: 0.063 (class III) ● Final result does not stick or cling 
 

 
Surface pretreatment: 

The surface must be load-bearing, stable, dry, clean and free of contaminations. Remove growth and treat the surface 
with Strikolith NeverWeather WASH (Anti-growth and Cleaner) in accordance with the technical specifications or with 
Strikolith Unisept Algendoder (Algae killer). 
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Application: 

Only apply under dry weather conditions (+ 5° C > + 30° C). Do not dilute or mix with other products. Can be applied 
using a brush, roller or spray (low pressure). Only apply to vertical surfaces and / or slanting roofs. Work from bottom to 
top. One fully saturated and covered application layer is enough. For strongly absorbing surfaces, apply at least two 
layers, wet on wet. After applying Strikolith NeverWeather Liquid, protect the treated surface against frost and rain for at 
least 24 hours. 

 
Usage: 

Brickwork: 5 m² per litre  

Concrete: 5 m² per litre  

Concrete blocks: 3 m² per litre  

Facade: 5 m² per litre 
Hard brickwork: 8 m² per litre 
Sandstone: 5 m² per litre 
Reconstructed stone: 3 m² per litre 
Granite: 15 m² per litre 
Marble: 13 m² per litre 
WDV Finishing plaster / decorative plaster: 8 m² per litre 

 

The above usage is average and depends strongly on the substrate (in particular the absorption) and situation. 
For an optimal result, first apply Strikolith NeverWeather Liquid to a small test area to see the effect. 

 
Packaging: 

1 litre flask and 5 and 10 litre jerry cans. 

 
Storage: 

Can be kept in closed packaging in a frost-free place for 12 months. 

 
Safety: 

It is recommended to properly protect the eyes, nose, mouth and skin during application using personal 
protective equipment. See the safety data sheet for more information. 

 
Note: 

Building components that are not being treated with Strikolith NeverWeather Liquid must be protected beforehand using 
plastic film or masking tape. Remove immediately after applying NeverWeather Liquid. Immediately clean building 
components that are unintentionally touched (especially glass panes and window frames) with warm water and a cleaning 
agent. Admixing is not allowed. Do not apply under a substrate and air temperature of + 5° C or if frost is expected. 
Maintenance: 
Remove graffiti with an appropriate graffiti remover in accordance with Strikolith specifications. If dirt, such as sand, mud, 
faeces, etc. adheres to the surface, then this will only be superficial. Pollution can be easily removed with clean tap water, 
if necessary under a little pressure. Strikolith NeverWeather Liquid is a permanent system and can be cleaned as often as 
necessary without affecting the working of the system. 


